Need more info?
Gillain & Co Call us: + 32 3 870 60 80 E-mail: advice@gillain.com

—SoMC

Leave Surveillance to the Top

ThinkTop D30 Digital 24 VDC PNP

Concept

The ThinkTop D30 is designed to ensure valve control in a basic
market using Alfa Laval air operated actuators such as butterfly, single
and double-seat valves. It is compatible with all major PLC systems
(Programmable Logic Controller) with a digital PNP interface. It is

for use in food, dairy and brewery installations. ThinkTop D30 is a
complementary, alternative solution to the existing range of control
units.

ThinkTop D30 is the first of its kind on the market that focuses on new
methods to simplify all aspects of using a basic control unit to minimise
and optimise installations instead of using external solenoid valves.

Working principle

The ThinkTop D30 is an easy-to-use plug ‘n play control unit with
integrated intelligence which monitors the status of the operating air
pressure, identifying air leakage or failing air pressure. The integrated
solenoid valve allows control of the processing valve. Mounted on top
of the valve, the unit receives signals from a PLC system to control the
solenoid valve and it returns the supervised air pressure signals for
valve energized or de-energized to the PLC system. ThinkTop D30

has a 360 degree visual valve status indicator, which can be seen /

at a distance and at any angle.

TECHNICAL DATA PHYSICAL DATA
Communication Materials
Interface option1 . . ............ Digital 24 VDC PNP Composite parts . . .. ... ... .. Black Nylon PA 6
Supplyvoltage . ............... 24 VDC £ 10%, 1 W Steelparts . .................. Stainless Steel
Sensor board Sleals R R Nitrile (NBR) rubberl
nterface Digital Lightguide .................. Transparant polyamide
Feedback signal #1 .. ........... De-energized valve Compatible valves
Feedbacksignal#2 .. ........... Energized valve
Feedback signal #3 .. ........... Alarm ARC Yes SBV

SRC Yes Koltek
Solenoid valve Unique SV Yes SMP valves
Supply voltage ................ 24 VDC + 10%, 1 W iSSV Yes Unique MiXpI’OOf
Air Supply T 400-700 kPa (4'7 bar) LKLA-T Yes Unique SSV Long strok
Type of solenoid EEEER TR 3/2-ways NC Unique SSV High pressure
Number of solenoids . .. ......... 1 LKLA No
Manual override . .............. Yes o DNB0.100
Push-in fitngs . .+ +++ oo e e 26 mm Air/Air actuator No SRC Long stroke
Cable connection ]
Main cable gland entry PG7 (4.5 - 7.8 mm) EnV|r9nment
Recommended wire diameter 0.5 mm2 (AWG 20) Working temperatur . ... ... ... ... -10°C to +50°C

Protectionclass . .............. IP66 and IP67
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Electrical connection

Digital Interface
Sensor board
Treminal strip

GND -

24 VDC

PLC output signal { Trigger solenoid
Alarm

PLC input signals { De-Energized
Energized

Connection of power supply {
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Typical Power Consumption ThinkTop D30

Test conditions = One ThinkTop D30 connected with 1 feedback active (on) and
1 solenoid valve active Supply voltage 24 VDC 39 mA

Dimensions

75 mm
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Ordering
Please state the following when ordering:

- Push-in fittings angle-type 6 mm / 1/4" Item no. 9611-99-5311
- Push-in fittings angle-type 86 mm / @6 mm Item no. 9611-99-5336

Alfa Laval reserves the right to change specifications without prior

E-mail: advice@gillain.com

notification. ALFA LAVAL is a trademark registered and owned by Alfa Laval

ESE02294EN 1211 Corporate AB.

© Alfa Laval

How to contact Alfa Laval

Contact details for all countries

are continually updated on our website.
Please visit www.alfalaval.com to
access the information direct.

Gillain & Co Need more info?
Boomsesteenweg 85 Call us: + 32 3870 60 80

2630 Aartselaar

E-mail: advice@gillain.com



	toc
	ky Leave Surveillance to the Top
	Concept
	Working principle

	TECHNICAL DATA
	Communication
	Sensor board
	Solenoid valve
	Cable connection

	PHYSICAL DATA
	Materials
	Compatible valves
	Environment
	Electrical connection
	Typical Power Consumption ThinkTop D30
	Dimensions
	Ordering
	.




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile ()
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends false
  /DetectCurves 0.1000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 524288
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize false
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo false
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness true
  /PreserveHalftoneInfo true
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Preserve
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages false
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages false
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages false
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects true
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /False

  /CreateJDFFile false
  /SyntheticBoldness 1.000000
  /Description <<
    /ENU ()
    /DAN ()
    /SVE ()
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [680.000 927.000]
>> setpagedevice




